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POWERFUL ADD-ONS
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L I G H T- D U T Y  C O M M E R C I A L /

 R E S I D E N T I A L  D O O R  O P E R A T O R

myQ® TECHNOLOGY  ENABLES MONITORING AND CONTROL OF THE 
PROPERTY OPERATORS THROUGH A MOBILE APP.

BUILT-IN WI-FI   FOR S IMPLE OPERATOR INTERNET CONNECTION.

REAL-TIME ALERTS  INDICATE THE STATUS OF DOORS V IA  EMAIL  OR 
PUSH NOTIF ICAT IONS.

SMART

RELIABLE
HIGH-STARTING TORQUE MOTOR  WITH OVERLOAD PROTECTION.

RATED LOAD  600 INCH-POUNDS PER SECOND TO SATISFY A  WIDE 
RANGE OF L IGHT-DUTY CYCLE APPL ICAT IONS.

WARRANTY 1 YEAR.

P R O D U C T  G U I D E  A T S W
L I G H T- D U T Y  C O M M E R C I A L / 
R E S I D E N T I A L  D O O R  O P E R A T O R

L i f tMaster  o f fe rs  accessor y  so lu t ions  fo r  any  commerc ia l  app l ica t ion . 
V iew the  fu l l  p roduct  l ineup a t  L i f tMaster.com
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Dual-Rated  fo r  Res ident ia l
and Commerc ia l  Doors  wi th
L ight-Duty  Cycle  Requ i rements

Wi-Fi ® Bu i l t - In  Across  the 
Comple te  L ight-Duty 
Commerc ia l  L ine 

Ideal  for  use  in  Po le  Barns
and S imi la r  S t ruc tures  fo r
Storage and Manufactur ing

T R O L L E Y  ( A T S W )

MOTOR VIBRATION ISOLATION SYSTEM (MVIS)  FOR SMOOTHER 
AND QUIETER OPERATION.

SECURITY+ 2.0 ® SAFEGUARDS PROPERTY ACCESS;  TR I-BAND ROLL ING 
CODE TECHNOLOGY, OPERATING FOR PROGRAMMED DEVICES ONLY.

THE PROTECTOR SYSTEM® AUTO-REVERSES THE DOOR IF  AN 
ENTRAPMENT PROTECTION DEVICE DETECTS AN OBSTR UCTION. 

QUIET AND SECURE

UL 325 REQUIRES ALL COMMERCIAL DOOR OPERATORS TO BE E ITHER CONSTANT PRESSURE 
TO CLOSE OR BE EQUIPPED WITH A PRIMARY EXTERNAL MONITORED ENTRAPMENT DEVICE.

REMOTE CONTROLS 
Program up to three LiftMaster operators. 

With Security+ 2.0 Rolling Code Technology 
users are assured of a new code 

with every use.

 50111 CENTER SUPPORT BRACKET 
FOR 14 FT. RAIL  

Provides additional rail support. Standard 
with 14’ rail, optional for all other door sizes. 

 WIRELESS KEYPAD  
Programmable to Security+® Technology, 

this keypad provides convenient, 
secure access with a 4-digit PIN.
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 SMART CONTROL PANEL®

LCD display with motion sensing and
Timer-To-Close(TTC) capability..
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 myQ REMOTE LED LIGHT    
Opera tes  automat ica l l y  wi th  the  

opera tor  and works  wi th  the  
myQ App.
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 WIRELESS KEYPADS  
NEMA 4X (wa ter  pro tec t ion  

requ i rements )  sea led  e lec t ron ics  fo r  
re l iab le  outdoor  use .
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SQUARE
FEET

Fiberg lass

24 GA.
22 GA.
Stee l

20 GA.
Stee l

16 GA.
Stee l

A luminum
Doors

Wood
Doors

24 GA.
Stee l

Insu lated

20 GA.
Stee l

Insu lated

16 GA.
Stee l

Insu lated

         250                210     180             120        80

- -

--

- -

STANDARD 
SECTIONAL

MAXIMUM DOOR AREA (SQ. FT. )

NOTE:  ON STEEL-INSULATED DOORS, A 24 GA. BACK PANEL IS ASSUMED.

M A S T E R F U L  E N G I N E E R I N G .
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MOTOR

MECHANICS -  COMMERCIAL-GRADE DESIGN

A T S W
L IGHT-DUTY COMMERCIAL/

RESIDENTIAL DOOR OPERATOR

L I G H T - D U T Y  A P P L I C A T I O N S .
The ATSW is  fo r  app l ica t ions  us ing  smal le r, l igh tersect iona l 
commerc ia l  doors  requ i r ing  25 cycles  or  fewer  per  day.
Th is  opera tor  i s  idea l  fo r : 

 - Pole  Barns   -Outbui ld ings   -Dock doors 

 - Smal l  warehouses   -Smal l  businesses

 - Cont ro l led  fo r  600 in- lbs/sec . ra ted  load and duty-cycle  

 - 1 ,625 RPM 

 - Automat ic  Thermal  Pro tec t ion 

 - Permanent  Lubr ica t ion 

 - POSILOCK e lec t ron ica l l y  pro tec ts  aga ins t  fo rced open ings  

 - Industr ia l-Strength Heavy-Duty  S tee l  “ I -Beam” Conf igura t ion 

fo r  Increased R ig id i ty  fo r  8 ’ , 10 ’ , 12 ’  and fu l l  14 ’ (MAX)  Door 

He ights 

 - #48 Chain Dr ive  and Adjustable  Door  Arm 

 - Meets  Requ i rements  fo r  Res ident ia l  o r  L ight-Duty 

     Commerc ia l  Doors

 - Door  Speed:  Approx imate ly  8-9  Inches  per  Second 

    (10- tooth  sprocket ;  fas ter  than s imi la r  Res ident ia l  opera tor )

 - Auto-Force:  Adjus tment  fo r  Chang ing Wea ther 

 - Electronic  L imits :  fo r  Easy  Setup 

 - AC Wi-F i  Logic  Board:  with  Bu i l t - In  Surge Suppressor 

     ( fo r  Rep lacement  Log ic  Board , Order  Par t  050ACTWATS)

 - Emergency Manual  Quick Release with  Auto-Reconnect

     Tro l ley 

   -Automat ic  Safety  Reverse /  Automat ic  Stop 

CARTON
CARTON DIMENSIONS 20.25”L X 11.25”W X 9.5”H 

 - Commercial Door Operator with Dual Light 
      Lenses (ATSW) 

 - #48 Chain Rail (Separate Carton 8’/10’/12’/14’)
 - Single Push-Button Control 

     (833LMW – Encrypted Control) 
 - The Protector System® Safety Reversing Sensors 

S H I P P I N G .
SHIPPING WEIGHT 
( in  lbs . )

CARTON

27

S T A N D A R D  S P E C S .

 - Tr i -band Frequency  (ag i le  on  310/315/390 MHz)  and 
Ro l l ing  Code Techno logy
 - Accommodates  up to  (40)  L i f tMaster  Secur i ty+ 2 .0 
Remote  Cont ro l  Pushbut tons ;  (4 )  Secur i ty+ 2 .0 
Wi re less  Keypads & (16)  myQ ® dev ices 
 - Ant i -Burg lar y  Cod ing  
 - Easy  Wi-Fi  Setup 

Headroom Clearance Requi red:  2"

DIMENSIONS

Rai l  Opt ions 8' 10' 12' 14'

Insta l led Length 140" 164" 189" 213"

Max. Opening 8'6" 10'6" 12'6" 14'

 - 120V AC S ing le-Phase, 60Hz 

 - 6A Current  Ra t ing 

 - 4 ’  Power  Cord  (3-prong) 

POWER

 - Prov ides  2-way communica t ion  f rom door  opera tor 
and myQ accessor ies . 

 - Enab les  moni tor ing  and cont ro l  o f  door  opera tors 
and l igh t ing  cont ro ls  v ia  smar tphone, tab le t  o r 
computer.

 - Compat ib le  wi th  myQ accessor ies

HOMELINK® COMPATIBLE 
(VERSION 4.0 OR HIGHER*)

myQ® RADIO

Securi ty+ 2.0®

*May requ i re  an  ex terna l  adapter  depend ing on  the 
mode l  and year  o f  your  veh icle . V is i t  HomeLink .com 
for  add i t iona l  in format ion . 

 - Max. (2 )  100-Wat t  L ightbu lbs
 - Dua l-S ided l igh t ing  wi th  L ight  Lenses  fo r 

     super io r  i l lumina t ion 
 - Enhanced CFL (Compact  F luorescent )  Compat ib le ,

     Max. 26 Wat ts 

LIGHTING
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