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2 4 V D C  H I G H - T R A F F I C  C O M M E R C I A L 
S L I D E  G A T E  O P E R A T O R

INCLUDED ACCESSORIES:

SAFETY ADD-ONS:

TOTAL SOLUTION ACCESSORIES: 
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PLUG-IN LOOP DETECTOR 
Prevents  the  ga te  f rom clos ing  on  a 

veh icle  in  the  pa th ;  power  e f f ic ient  fo r 
max imum cycles  on  Ba t ter y  Backup.

INTERNET GATEWAY 
Connects  myQ-enab led  ga te 

opera tors  to  the  In ternet  and enab les 
cont ro l  th rough the  myQ App.
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CONNECTED ACCESS 
PORTAL, HIGH CAPACITY    

Cloud-based access  cont ro l  fo r 
res ident ia l  communi t ies .
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SECURITY+ 2.0® SAFEGUARDS ACCESS WITH AN ENCRYPTED TRI-BAND S IGNAL 
TO V IRTUALLY EL IMINATE INTERFERENCE AND OFFER EXTENDED RANGE.

QUICK CLOSE AND ANTI-TAILGATE QUICKLY SECURES THE PROPERTY, 
PREVENTING UNAUTHORIZED ACCESS.

FIRE DEPARTMENT COMPLIANCE ALLOWS GATE TO AUTO-OPEN UPON 
LOSS OF AC POWER OR BATTERY DEPLET ION. 

MANUAL DISCONNECT WHEN UNLOCKED ALLOWS GATE TO BE 
OPENED MANUALLY. 

UL® LISTED GATE OPERATORS WITH MONITORED SAFETY ENTRAPMENT 
PROTECTION DEV ICES.

SAFE AND SECURE

BATTERY BACKUP PROVIDES SEAMLESS ACCESS BY PROVID ING STANDBY 
POWER WHEN THE POWER IS  DOWN.

COMMERCIAL GEAR-DRIVEN TRANSMISSION PROVIDES 
UNSURPASSED REL IABIL ITY.

SMOOTH START/STOP OPERATION AND MID-TRAVEL REVERSAL EXTEND 
OPERATOR HARDWARE L IFE .

WARRANTY  5  YEARS COMMERCIAL, 7  YEARS RESIDENTIAL.

RELIABLERELIABLE

myQ® TECHNOLOGY ENABLES YOU TO SECURELY CONTROL AND MONITOR 
YOUR GATE OPERATOR FROM ANYWHERE.*

WIRELESS DUAL-GATE COMMUNICATION SYNCHRONIZES GATE OPENING/
CLOSING AND EL IMINATES EXPENSIVE DRIVEWAY TRENCHING COSTS.

SMART

BATTERY 
BACKUP
Prov ides  up to  208 
Cycles  or  24 Days 
o f  S tandby Power 

C S L 2 4 U L

**Wi re less  k i t  fo r  up  to  4  t ransmi t te rs  and 2  res is t i ve
edges per  t ransmi t te r.

MONITORED RETRO-
REFLECTIVE PHOTO EYE 

Enhanced re t ro- re f lec t ive  photo  eye  now 
wi th  hea ter  and wider  beam,

eng ineered to  s tay  a l igned;  max. 
range: 50 f t . 

MONITORED SAFETY 
ENTRAPMENT EDGES 

Fu l l  l ine  o f  Smal l , Large  and Wraparound 
Pro f i le  Edges  tha t  sense obst ruct ions .

MONITORED THROUGH-
BEAM PHOTO EYES 

Enhanced through-beam now wi th  wider 
beam and hea ter  fo r  h igh  per formance in 

most  env i ronments ;  max. range: 90 f t . 

MONITORED WIRELESS EDGE KIT 
Low-energy  B luetooth ® connect ion 

between a  L i f tMaster  Moni tored 
Res is t i ve  Edge and the  ga te  opera tor ; 

max. range: 130 f t . * *

MONITORED SMALL PROFILE 
RESISTIVE EDGE 

Pressure-sens i t i ve  edge s tops  and/or 
reverses  ga te  when obst ructed .
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*Ce l lu la r  da ta  or  Wi-Fi ® connect ion  requ i red . Test  equ ipment  regu lar ly  and fo l low safe ty  ins t ruc t ions .



 - 24VDC  Cont inuous Duty

 - Operator  Duty  Rat ing:  High-Cycle , H igh-Tempera ture 

Cont inuous Duty

 - Wormgear  Reduct ion:  Commerc ia l  O i l -Ba th  Gearbox 

Prov ides  10:1  Wormgear  Reduct ion

 - Chain:  #41 B lack  Ox ide  (30 f t . Supp l ied )

MECHANICS

POWER

 - Chassis  Const ructed  wi th  1/4  in . Go ld  Z inc-P la ted  Stee l 

fo r  Rust  Prevent ion

 - Cover :  H igh-Dens i ty, UV-Res is tant  Po lycarbona te  2-P iece 

Cover  fo r  Exce l len t  Hea t  and Cor ros ion  Res is tance 

 - UL ® Usage Classi f icat ion:  I , I I , I I I  and IV    

 - Operator  Weight :  140 lbs .    

COMMERCIAL-GRADE DESIGN

SLIDE RATING

C S L 2 4 U L 
24VDC HIGH-TRAFFIC 

COMMERCIAL SL IDE 

GATE OPERATOR

M A S T E R F U L  E N G I N E E R I N G .

S T A N D A R D  F E A T U R E S . S U P P O R T . 
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GATE
SPEED

per  second12"

BATTERY BACKUP OPERATION
Battery Cycles Standby Time

(2 )  7Ah 208 24 Days

(2 )  33Ah 1,179 105 Days

1,500 Ibs.
1,500

1,000

500

0
50 f t .

TEMPERATURE SPECIFICATIONS
WITHOUT HEATER

-4°F  ( -20°C)  

WITH HEATER (HTR)
 -40°F ( -40°C)

WITHOUT HEATER
140°F (60°C)

WITH HEATER (HTR)
140°F (60°C)

INHERENT REVERSING SENSOR
 - Detects  Obst ruct ions  and Reverses 
Ga te  When C los ing  or  S tops/Reverses 
Ga te  When Open ing

POSILOCK®

 - Automat ica l l y  C loses  the  Ga te  When 
I t  I s  Pushed f rom the  C losed L imi t 

MONITORED SAFETY INPUTS
 - 3  Main  Board , 3  Expans ion  Board

SECURITY+ 2.0® ON-BOARD
RADIO RECEIVER

 - Tr i -Band 310/315/390 MHz Frequency 
 - Up to  50 Remote  Cont ro ls
(Un l imi ted  wi th  811LM/813LM)

LED DIAGNOSTIC DISPLAY 
 - S impl i f ies  Ins ta l la t ion
and Troub leshoot ing

PROGRAMMABLE AUXILIARY RELAYS 
 - Make Add ing Add i t iona l  Fea tures  Easy

HOMELINK® COMPATIBLE
 - Vers ion  4 .0  or  H igher*

*May requ i re  an  ex terna l  adapter  depend ing on  the  mode l  and year 
 o f  your  veh icle . V is i t  HomeLink .com for  add i t iona l  in format ion . 

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTrain ing.com

For  More  In format ion  on  Ga te  Opera tors , V is i t 
Li f tMaster.com/UL325Gates

To Find  the  R ight  Per imeter  Access  So lu t ion
for  You, V is i t
Li f tMaster.com/Solut ion-Generator

Sales  Suppor t :  800.282.6225
Techn ica l  Suppor t  Center : 800.528.2806
To Order :  800.323.2276

 - 120/230V  S ing le-Phase

 - Opt ional  K i t  (3PHCONV)  to  Conver t  an  Input  Vo l tage o f 

208/230/460/575VAC to  an  Output  Vo l tage o f  120VAC

 - Solar-Ready Ul t ra-Rel iable  System  De l i vers  Power  When 

and Where  You Need I t  (LMRRUL/LMTBUL Hea ter  Opt ion  Not 

Recommended for  So lar  App l ica t ions )

 - Accessory  Power:  24VDC 500mA Output ;  Swi tched 

and Unswi tched Power

(Cycles  and Standby Time Based on Stand-A lone 
System) 


