
COMMERCIAL ALUMINUM 

• Commercial Grade Aluminum
• Rust and Corrosion Free 
• 28 Specialty Glass Options
• CA-110 & CA-110i Shiplap Section Joints 
• CA-315, CA-315i, CA-320 & CA-320i 

Tongue and Groove Section Joints  
• 4 Anodized Color Options
• 10 Painted Finish Options
• 14 Woodgrain Color Options
• Custom-matched Color and 

Powder Coating also available

Haas Door Commercial Aluminum garage doors offer a modern, contemporary, clean 
line look, yet provides many options to ensure the project meets the requirements 
needed and perfectly enhances the overall aesthetic of the building. The series has 
three options to choose from to get precisely the look desired. From narrow anodized 
rails to heavy-duty woodgrain finished rails with obscure glass, Haas Door has what 
you need to set your project apart from the rest.

With three aluminum models, multiple finishes, and many glass and glazing options, 
Haas Door opens the door for endless possibilities. 
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Stand Out.



WOODGRAIN COLORS - CA-320 & CA-320i

PAINTED COLORS - CA-315, CA-315i & CA-320, CA-320i

ANODIZED COLORS - CA-110, CA-110i, CA-315, CA-315i, CA-320 & CA-320i

CA-110 Narrow Line Frame
The CA-110 is a narrow line, lighter weight door due to the 
smaller rail profile that gives the clean line look of mostly glass. 

CA-315 Larger Glass Area with Heavy-Duty Outer Frame
The CA-315 model has a heavy-duty frame, but with a smaller 
center stile to of fer more glass, but with expanded color choices 
and larger sizes.

CA-320 Heavy-Duty Frame
The CA-320 is the heavy-duty model that provides the most 
flexibility. The CA-320 provides the largest door size maximums, 
the most color/woodgrain finishes, and the most options such 
as pass doors.

Heritage Maple

Cherry with Flame

Colony Maple

Black Walnut

European Cherry Harvest Oak

Knotty Pine

National Cherry

National OakOregon Douglas

Antique Cherry

Black AnodizedDark Bronze AnodizedClear Anodized

Painted Bronze

Polar White
(also CA-110 & CA-110i)

Sahara TanAlmond

Brown

American Douglas

Charcoal Painted Black

Gray

Hunter Green

Brush Aluminum
(only CA-320 & CA-320i)

Coffee

Spiced Walnut

Sandstone

Due to the printing process, colors may vary. For accurate color match, contact your Haas Door dealer.

THE LOOK

OPTIONS

2” or 3” track
Exhaust Port(s)
Cam Safety Device
Spring Bumpers
High Cycle Springs
High Cycle Rollers
Chain Hoist
Operators
Top Header Seal
Car Wash Cutout
Security Bar

(CA320 and CA320i only - 
Woodgrain not available)

Pass Door
Model/Spec 

Sheet
Glass/  

Glazing 
Max  

Width
Max  

Height
Max  
Area Top Rail Center  

Stile
Meeting 

Rail Bottom Rail Joint Panel &  
Glazing Types

CA-110 1/8” & 3/16” 16’2” 14’ 226 
Sq Ft 3” Standard,  

Upgradeable 
to  

4” or 6”
1” 2”

3” Standard up to 
13’2” wide,  

then 4”;  
Upgradeable to  

4” or 6” Shiplap

Polystyrene &  
Aluminum  
Laminated  

Panels

Various Types  
& Thicknesses  

of Glazing

CA-110i ¼” & ½” 12’2” 10’ 102 
Sq Ft

3” standard,  
Upgradeable to  

4” or 6”

CA-315 1/8” & 3/16”
16’2” 16’ 258

Sq Ft
4” Standard,  
Upgradeable 

to 6”
1” 4” 4” Standard,  

Upgradeable to 6”
Tongue 

& 
Groove 

with 
Bulb 
Seal

CA-315i ¼” & ½”

CA-320 1/8” & 3/16” 28’2” 20’
500  

Sq Ft

4” Standard 
up to 18’2”,  

then 6”;  
Upgradeable 

to 6”

2” 4”

4” Standard  up to 
16’2” then 6”,  

Upgradeable to 6”

CA-320i ¼” & ½” 20’2” 16’
4” Standard  up to 

18’2” then 6”,  
Upgradeable to 6”

*  i - The i on the series name indicates it is a heavier glass/glazing option - ¼” or ½”.


